Qutputs

Reversibel Chiller Varmepumpe for kgl og varme bl.a. til fan-
coils, ventilationsanlaeg, procesanleeg og klimastyring.

Output data

Requested model MPEQOSH
Cooling
Data Inputs USR W 15°C 10°C 0% SRC A 27°C
40%
Cooling capacity kw 5,9
Cooling capacity [UNI EN 14511-2018] kw 5,9
Water Flow user side I/h 1015
Water Pressure drops user side kPa <5
Compressor power input kW 1,4
Compressor absorbed current A 6,7
Total Power input kw 1,5
Total Power input [UNI EN 14511-2018] kw 1,5
Total Absorbed Current A 7,2
EER 3,95
EER [UNI EN 14511-2018] 3,92
ESEER 3,32
SEER 3,02
Eta s (Seasonal Cooling Efficiency) 117,88
LP Pumps (option) User side - Available pressure head kPa 72
LP Pumps (option) User side - Maximum Absorbed Current (FLA) A 0,6
Heating
Data Inputs USR W 40,D°Cﬂ45,0°C 0% SRC A
7,0°C 87%
Heating capacity kw 59
Heating capacity [UNI EN 14511-2018] kw 5,9
Water Flow user side I/h 1021
Water Pressure drops user side kPa <5
Compressor power input kW 1,7
Compressor absorbed current A 8,3
Total Power input kw 1,8
Total Power input [UNI EN 14511-2018] kw 1,8
Total Absorbed Current A 8,8
coP 3,20
COP [UNI EN 14511-2018] 3,19
SCop 3,59
Eta s (Seasonal Heating Efficiency) 141,00
Heating Seasonal Efficiency Class A+ / LT. Heat Pump
LP Pumps (option) User side - Available pressure head kPa 73
LP Pumps (option) User side - Maximum Absorbed Current (FLA) A 0,6
Common Data
Maximum absarbed current (FI A [without ontians] A 11.0
Start up current (LRA) [without options] A 43,6
Sound power level Lw (base unit) [without options] dB(A) 66
Sound pressure level Lp (base unit) [without options] dB(A) 38
Source Air Volumetric Flow m3/h 3315
Source Fans Number 1
Source Fans Power Input kw 0,1
Source Fans Absorbed Current A 0,5
Compressors/Circuits 1/1
Buffer tank volume (option) 20
Power Supply 230/1/50
Refrigerant R410A
GWP 2088
Weight without eptions kg 105
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